
BPG6DV 
54" IN-GROUND MOUNT 6" SQUARE POST

2-GANG PREP
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Any suggestions or comments to this instruction or 
product are welcome.  Please contact us through 
our website or email engineer@sdcsecurity.com 

Exact product dimensions and features may 
vary slightly from example shown above.
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3/16” [5mm]

1/8” [3mm]

1/2” THICK MORTISED BOLLARD CAP
R.F. TRANSPARENT (BLACK)

#2-56 SET SCREWS 
SECURES THE BOLLARD CAP
DO NOT OVER TIGHTEN

DOUBLE GANG PREP FOR:
A VARIETY OF KEY SWITCHES, CARD 
READERS, PROXIMITY READERS, ETC.

TO SEAL AGAINST GROUNDWATER 
CONDENSATION, REMOVE BOLLARD CAP,
AND THROUGH THE TOP OF BOLLARD, POUR 
10 LB. BAG OF DRY PREMIXED PATCHING OR 
QUICKSET CEMENT (NOT COURASE 
AGGREGATE TYPE) INTO THE BOTTOM OF 
BOLLARD.  LIFT BOLLARD SLIGHTLY TO MAKE 
SURE SOME DRY CEMENT SETTLES AROUND 
OUTSIDE OF BOLLARD.  SPRINKLE WITH 
RECOMMENDED AMOUNT OF WATER PER 
CEMENT INSTRUCTIONS.

NEC CLASS II CIRCUIT (BY OTHERS)

GRADE LINE
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SECURITY DOOR CONTROLS   ■   WWW.SDCSECURITY.COM
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INSTALLATION INSTRUCTIONS


